
Supply Drainage Support Specialties

Unique
Allows for adjustment after setting a secondary mortar 
bed – no more guesswork on tile thickness

Can be used with traditional or fabric-bonded pan liners and liquid 
membranes – one drain for all tiled shower installations

Practical
Can be installed like a traditional shower pan drain – no 
special tools or techniques required
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Stainless steel clamping 
collar is strong and durable.
Allows for a low-profile installation. 
Perfect for 'thin-bed' tile floors

Finish Fixture adjusts separately from the Coring 
Sleeve – from flush to 1" above the sleeve rim

Rough-in Sleeve & Cover
The stainless steel rough-in cover makes it easy to set 
the secondary mortar bed – adjust the sleeve/cover to 
be flush, and screed right over the top!

Additional Features for Traditional Applications

ABS or PVC base adapter. 
2" Sch. 40 hub connection

Designed in accordance with 
A112.18.2 / CSA B125.2

Coring Sleeve allows for adjustment 
after the secondary mortar bed in 
a traditional pan liner installation, 

eliminating guesswork or problems 
from changes in tile selection  

Snap-in, stainless steel rough-in cover 
Keep the finish strainer clean, protected, 
and off the job during rough-in

Wide, integral flange for a solid 
installation.
Recessed mounting 
holes prevent fasteners 
from damaging the 
waterproofing

Fully Adjustable
The Finish Fixture remains adjustable, even after 
the mortar bed has set – No worries if the tile spec 
changes. Works with tile up to 1" thick.

For standard tile ...
... or thicker/stone tile
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Typical Installation with Traditional Sheet Pan Liner

Typical Installation with Liquid Waterproofing or Fabric-Bonded Sheet Liner

Waterproof pan liner should be certified/approved, and 
conform to ASTM D4551 for PVC, or ASTM D4068 for CPE

Fabric-bonded waterproof pan liner should be 
certified/approved, and conform to ANSI A118.10

Liquid-applied waterproof liner/membrane should be 
certified/approved, and conform to ANSI A118.10

In a traditional shower pan 
application with sheet pan liner, the 
Coring Sleeve allows for a faster, 
easier installation of the secondary 
mortar bed.

Adjust the Coring Sleeve and cover 
to the appropriate bed thickness, 
and float the mortar flush with the 
sleeve/cover.

During final tile installation, remove 
the Finish Fixture, attach desired 
strainer and adjust to the right 
level and orientation for a perfect 
finish.

For shower floors using liquid 
waterproofing or a fabric-bonded 
sheet liner, the stainless steel 
clamping collar is fastened on the 
inside recess of the drain body.

This allows the Coring Sleeve and 
Finish Fixture to adjust completely 
flush with the drain base – perfect 
for a low-profile tile set in barrier- 
free showers or drains in wet 
rooms.

Install tile on the (liquid or sheet) 
waterproofing layer and adjust the 
Finish Fixture to the correct height 
and proper orientation for a perfect 
finish.
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 Buying Information

ITEM NO. DESCRIPTION MIN. 
QTY.

CASE 
QTY.

FINISHLINE™ SHOWER PAN DRAIN

822-S2A Shower pan drain with 2" ABS Sch. 40 hub connection - includes rough-in sleeve & cover 6 6

822-S2P Shower pan drain with 2" PVC Sch. 40 hub connection - includes rough-in sleeve & cover 6 6

STRAINERS

821-2SCRPK2 Chrome Finish - Round ring/strainer with screws. 1/clamshell 1 50

821-2SCQPK2 Chrome Finish - Square ring/strainer with screws. 1/clamshell 1 50

821-2SKRPK2 Satin Nickel Finish - Round ring/strainer with screws. 1/clamshell 1 50

821-2SKQPK2 Satin Nickel Finish - Square ring/strainer with screws. 1/clamshell 1 50

821-2SMRPK2 Matte Black Finish - Round ring/strainer with screws. 1/clamshell 1 50

821-2SMQPK2 Matte Black Finish - Square ring/strainer with screws. 1/clamshell 1 50

821-2SRBRPK2 Oil-Rubbed Bronze Finish - Round ring/strainer with screws. 1/clamshell 1 50

821-2SRBQPK2 Oil-Rubbed Bronze Finish - Square ring/strainer with screws. 1/clamshell 1 50

Deluxe Finish Strainers for Use with shower pan drains ...

Chrome Satin Nickel Matte Black Oil-Rubbed Bronze

822-S2A 822-S2P
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