
Effective
Protects trap seals in drains from evaporation to prevent 
odors and sewer gas from entering the building.

Easy Installation
Pushes into new or existing floor and shower drains. 
Removes easily for drain maintenance.

Full Flow
No obstructions. Opens easily for full water flow, then 
closes to protect the trap seal.

Approved
Listed with IAPMO. 
Certified to the ASSE 1072 Standard.

Supply Drainage Support Specialties



PACKAGING:
B = Bulk
I = Individually Bar-Coded

 Buying Information

ITEM NO. DESCRIPTION PKG MIN 
QTY

CASE 
QTY

Trap Protection Device
 835-2 2" TrapShield™ floor drain trap protection device, individually boxed BI 1 50

 835-3 3" TrapShield™ floor drain trap protection device, individually boxed BI 1 25

 835-35 3½" TrapShield™ floor drain trap protection device, individually boxed BI 1 25

 835-4 4" TrapShield™ floor drain trap protection device, individually boxed BI 1 20

7/18 #LT2-TRAPSHIELD

835-4

Rigid ring holds shape 
and prevents device from 
slipping down the drain line Wide opening with no 

obstructions

Double-fin gasket design 
provides two points of 
contact for a positive seal

No standing water - device 
opens when just a few 
drops enter the drain

Engineered sealing material 
remains flexible and is 
unaffected by sewer gas 
and most chemicals

Cross pattern opens fully 
to allow even heavy flow1 

through the drain

Installs in pipe or 
drain outlet ...

Features Installation

... or install into throat of 
adjustable drain head

835-3835-2 835-35

1 TrapShield is tested to and complies with the ASSE 1072 Standard: 
2" model: 12 gpm, 3" model: 34 gpm, 4" model: 73 gpm


