
SPECIFICATION
Sioux Chief 910, 911 and 923 series shallow steel escutcheons shall be installed 
when necessary to provide a finished look for CTS or IPS supply lines, or for tubular 
lines where wall/ceiling/floor penetrations are present.

MATERIALS
Chrome-plated steel

INSTALLATION NOTES
Push flange over supply tube/pipe and against the finished wall prior to installing 
the supply stop valve.

DIMENSIONS
Item No. 910-2 910-3 911-1 911-2 911-3

Nom. Size 1/2" CTS 3/4" CTS 3/8" IPS 1/2" IPS 3/4" IPS

A: ID 0.625" 0.875" 0.675" 0.840" 1.050"

B: OD 2.480" 2.480" 2.480" 2.480" 2.480"

C: Height 0.440" 0.440" 0.440" 0.440" 0.440"

Item No. 911-4 911-6 911-6D 911-7 923-1036C00

Nom. Size 1" IPS 1-1/2" IPS 1-1/2" IPS* 2" IPS 1-1/2" Tubular

A: ID 1.315" 1.900" 1.900" 2.375" 1.500"

B: OD 2.850" 3.240" 3.500" 3.500" 2.870"

C: Height 0.560" 0.660" 0.670" 0.600" 0.480"

* Deluxe Model
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