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822 SERIES

SHOWER PAN DRAIN
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SPECIFICATION
Sioux Chief 822 series FinishLine shower pan drain shall be used where 
necessary in drainage systems. Drain shall have a flashing base adapter 
with peripheral mounting holes for securing to subfloor. Strainer shall meet 
all load and flow requirements for installations in shower areas. Clamping 
collar shall fasten to drain body with screws that thread into brass inserts. 
Drain body shall have a 2" Sch. 40 hub connection and connect to DWV 
pipe via solvent weld joint.
Designed in accordance with ASME A112.18.2 / CSA B125.2

MATERIALS
Rough-in cover: Stainless steel
Head adapter/Coring sleeve: gray ABS
Clamping collar: Stainless steel
Collar screws: Stainless steel
Base adapter: ABS or PVC with brass thread inserts

STRAINER FREE AREA1

Round Square
Cast ring/strainer: 4.5 in2 7.6 in2

Stamped strainer: 3.25 in2 3.25 in2

STRAINER LOAD RATING1

Cast ring/strainer: 500 lbs.
Stamped strainer: 300 lbs.

FLOW RATE2

Round Square
Cast ring/strainer: 6.0 gpm 7.0 gpm
Stamped strainer: 6.0 gpm 6.0 gpm

DIMENSIONS
A: Connection 2" Sch. 40 Hub
B: Top diameter1

Cast ring/strainer 4-1/2"
Stamped strainer 4-3/8"

C: Flange diameter 7-5/8"
D: Sleeve adjustment 0" – 1"
E: Drain body height 4"
F: Finish fixture adjustment1

Cast ring/strainer (round | square) 0" – 1-3/16" | 3/16" – 1-3/16"
Stamped strainer 0" – 1"

 CONNECTION TYPE A
 S2A = 2" ABS Sch. 40 Hub
 S2P = 2" PVC Sch. 40 Hub

 Create Item Number
822-A

e.g. 822-S2P: FinishLine shower pan drain with 2" PVC Sch. 40 hub connection

Accessories - Available Separately:
821-2SCRPK2: Chrome Finish - Round ring/strainer with screws. 1/clamshell
821-2SCQPK2: Chrome Finish - Square ring/strainer with screws. 1/clamshell
821-2SKRPK2: Satin Nickel Finish - Round ring/strainer with screws. 1/clamshell
821-2SKQPK2: Satin Nickel Finish - Square ring/strainer with screws. 1/clamshell
821-2SMRPK2: Matte Black Finish - Round ring/strainer with screws. 1/clamshell
821-2SMQPK2: Matte Black Finish - Square ring/strainer with screws. 1/clamshell
821-2SRBRPK2: Oil-Rubbed Bronze Finish - Round ring/strainer with screws. 1/clamshell
821-2SRBQPK2: Oil-Rubbed Bronze Finish - Square ring/strainer with screws. 1/clamshell
827-2SPK1: Stainless Steel - Snap-in strainer - Round, 19-Ga. 1/clamshell
827-2RBPK1: Oil-Rubbed Bronze Finish - Snap-in strainer - Round, 19-Ga. 1/clamshell
827-2SNPK2: Satin Nickel Finish - Snap-in strainer - Round, 19-Ga. 1/clamshell
827-2SMRPK2: Matte Black Finish - Snap-in strainer - Round, 19-Ga. 1/clamshell
827-2SWPK1: White Enamel Finish - Snap-in strainer - Round, 19-Ga. 1/clamshell
827-2SPPK1: Polished Brass Finish - Snap-in strainer - Round, 19-Ga. 1/clamshell
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1: All strainers are available separately
2: Observed flow rate under test conditions at 0.375" head
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