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837 SERIES

ADJUSTABLE HORIZONTAL WIDE-CHASE BACK-TO-BACK 
CLOSET CARRIER - 500-LB. LOAD
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SPECIFICATION
Sioux Chief 837 Series adjustable, horizontal wide chase water closet carrier 
with 4" No-Hub connections, rated for 500 lb. maximum static load. Includes 
coated cast iron right-hand or left-hand main fitting with 2" vent, adjustable 
faceplate with o-ring, floor mounted supports, extended stud support frame, 
adjustable ABS threaded coupling with integral test cap, fixture bolts, trim, 
stud protectors, rear anchor, and neoprene fixture gasket.
Designed in accordance with ASME A112.6.1M

Used with wall-mounted closet fixtures having no contact with the finished 
floor. The closet carrier is concealed within the wall and supports the load of 
the fixture through a faceplate mounted to floor-anchored supports.

WEIGHT
167 lbs. (approx)

PROJECT: CONTRACTOR:

Pipe Size

Outlet Type

4 4” (102) Pipe Size
SIZE DESCRIPTION

NH No Hub
OUTLET DESCRIPTION

Inlets

-L
-R

Left Hand Inlet (Flow to the right)
Right Hand Inlet (Flow to the left)

INLET DESCRIPTION

Options

ADJUSTABLE HORIZONTAL 
NO-HUB CLOSET CARRIERWC5500

SUN reserves the right to make changes in material and design without formal notice and obligation.

Specification & Function

SUN    WC5500 Adjustable, horizontal water closet carrier with 4” no hub connections, rated for 500 lb. maximum static load.  
Complete with coated cast iron right-hand or left-hand main fitting with 2” vent, adjustable faceplate with gasket, floor 
mounted foot supports, adjustable ABS coupling with integral test cap, fixture bolts, trim, stud protectors, rear anchor tie-down 
(-R and -L only), and neoprene fixture gasket.

® 

LOCATION:

Product      
No.

Approx. Wt. 
Lbs. 

WC5500-R 63

WC5500-L 63

T: 1.855.521.8999  • F: 832.944.5078  •  www.sundrainage.com
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Used with off the floor fixtures that are wall mounted and have no contact with the finished floor. The closet carrier is completely 
concealed within the wall and supports the load of the fixture through a faceplate mounted to feet and anchored to the floor.

Function: 

-CL12
-G
-2

12” ABS Nipple
Galvanized Cast Iron
2” NH Aux. Inlet

SUFFIX OPTIONAL VARIATIONS

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov.

ADVERTENCIA: Cáncer y daño a la reproducción - www.P65Warnings.ca.gov.

AVERTISSEMENT: Cancer et effets su la Reproductive - www.P65Warnings.ca.gov.
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 THREADED COUPLING LENGTH A
 HSDW = 6" ABS threaded coupling (standard)
 HSDWT = 12" ABS threaded coupling

 Create Item Number
837-A

e.g. 837-HSDW: Adjustable horizontal 500-lb. back-to-back wide chase water closet carrier with double-inlet fitting

PROJECT: CONTRACTOR:

Pipe Size

Outlet Type

4 4” (102) Pipe Size
SIZE DESCRIPTION

NH No Hub
OUTLET DESCRIPTION

Inlets

-L
-R

Left Hand Inlet (Flow to the right)
Right Hand Inlet (Flow to the left)

INLET DESCRIPTION

Options

-CL12
-G

12” ABS Nipple
Galvanized Cast Iron

SUFFIX OPTIONAL VARIATIONS

WIDE CHASE ADJUSTABLE 
HORIZONTAL WATER 
CLOSET CARRIER

WC5500-EXC

SUN reserves the right to make changes in material and design without formal notice and obligation.

Specification & Function

SUN    WC55000-EXC Adjustable, wide chase horizontal water closet carrier with 4" no hub connections, rated for 500 lb. 
maximum static load. Complete with coated cast iron right-hand, left-hand and double horizontal fitting with 2" vent, adjustable 
faceplate with gasket, floor mounted foot supports, extended stud support frame, adjustable ABS coupling with integral test cap, 
fixture support, stud protectors, heavy duty anchor tie-down (-R and -L only), neoprene fixture gasket.
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Used with off the floor fixtures that are wall mounted and have no contact with the finished floor. The closet carrier is completely 
concealed within the wall and supports the load of the fixture through a faceplate mounted to feet and anchored to the floor.

Function: 
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WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov.

ADVERTENCIA: Cáncer y daño a la reproducción - www.P65Warnings.ca.gov.

AVERTISSEMENT: Cancer et effets su la Reproductive - www.P65Warnings.ca.gov.
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