
Sioux Chief Manufacturing Company    |    P: 1.800.821.3944    |    F: 1.800.758.5950    |    www.siouxchief.com 07-22

861 SERIES

TRAP PRIMER ADAPTER
ITEM # SUBMITTED �����������������������������������������

JOB NAME �����������������������������������������������

LOCATION �����������������������������������������������

ENGINEER �����������������������������������������������

CONTRACTOR ��������������������������������������������

PO# ������������������������ TAG ������������������������

SPECIFICATION
Sioux Chief 861 Series coated cast iron trap primer adapter with 1/2" FIP 
thread side-inlet trap primer connection with removable plug.

For use between infrequently used drainage fixtures and traps to allow inlet 
of water for priming of traps.

MATERIALS
Coated cast iron

DIMENSIONS
A: Connection size (No-Hub) 2", 3", 4"

 Create Item Number

861-A
e.g. 861-TA23: Coated cast iron trap primer adapter with 3" No-Hub connection

 CONNECTION SIZE A
 TA22 = 2"
 TA23 = 3"
 TA24 = 4"

PROJECT: CONTRACTOR:

TRAP PRIMER ADAPTER
NO HUB x NO HUB

S7001

SUN reserves the right to make changes in material and design without formal notice and obligation.

Specification & Function

SUN    S7001 Trap Primer Adapter, coated cast iron body with 1/2" female thread side inlet trap primer connection.® 

LOCATION:

T: 1.855.521.8999  • F: 832.944.5078  •  www.sundrainage.com

Rev. A
Date: 02/02/16

Product 
Desig.

Dimensions in Inches Approx. Wt. 
Lbs. Cast Iron

A'xA B

-2 2

1/2

3

$136.00-3 3 4

-4 4 6

LIST PRICE
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Pipe Size
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2” (51) Pipe Size
3” (76) Pipe Size
4” (102) Pipe Size

SUFFIX DESCRIPTION

Options

-G Galvanized Cast Iron
SUFFIX DESCRIPTION
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