
SPECIFICATION
Sioux Chief 866 Series bell-trap drain shall be installed where necessary 
in plumbing systems. Drain shall be designed with square top and integral 
bell-type trap in sump area, which when used will maintain a water seal to 
prevent gas and hinder insects from passing from the pipe into the drain 
sump and/or living space. Solvent weld connection shall be made to 
Sch. 40 PVC drain pipe

MATERIALS
PVC

DIMENSIONS
A: Connection 2" Sch. 40 hub 3" Sch. 40 Hub*
B: Overall height 2-7/16" 4-1/8"
C: Top diameter 6" 9"
D: Strainer diameter 4-1/2" 7-3/4"

* Glues inside most 4" PVC Sch. 40 pipe

Sioux Chief Manufacturing Company    |    P: 1.800.821.3944    |    F: 1.800.758.5950    |    www.siouxchief.com 6-21

866 SERIES

PVC BELL-TRAP DRAIN
ITEM # SUBMITTED �����������������������������������������

JOB NAME �����������������������������������������������

LOCATION �����������������������������������������������

ENGINEER �����������������������������������������������

CONTRACTOR ��������������������������������������������

PO# ������������������������ TAG ������������������������

 Create Item Number

866-A
e.g. 866-34PPK: 9x9 PVC bell-trap drain with 3" hub x inside 4" connection

SIZE A
 2PPK = 6" x 6" top - 2" Sch. 40 hub connection
 34PPK = 9" x 9" top - 3" Sch. 40 hub connection
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