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SPECIFICATION

Sioux Chief 693 Series shower assembly products shall be used where 
necessary in hot and cold water supply systems. Shower assembly 
products shall allow for fl uid communication between the hot water and 
cold water line to the shower valve as well as the shower riser and tub 
spout stub out. 693 Shower-Up products shall come with bracketing 
solutions for the riser and for support of shower valve inlets. Preformed 
copper components shall have inlets and outlets made to ASTM standards.

MATERIALS

Copper: Type L
Bracket: Galvanized steel
Bracket Support: ABS
Screws: #8x1" wood screw
Inlet/Outlet Connection: Brass or preformed copper

CERTIFICATIONS

No Lead: The wetted surface lead content of each component complies 
with NSF-61 and AB1953.

SHOWER TREE ASSEMBLY KIT - F1960

      693 series

Create Item Number

e.g. 693-01724103 = no tub drop, two 7" x 3" MIP swiv. connectors, 30" MIP swiv. x Drop-Ear riser, Power Bar bracket (three clamps), 
NOTE: Additional options available at www.siouxchief.com 

693- A B C D

693-01724103

B  PRESSURE CONNECTOR
 72 7" x 3" MIP Swivel x PEX
 75 6" x 3" MSWT x PEX
 76 6" x 3" FIP Swivel x PEX

Shower-Up™

A  TUB DROP
 03 6" x 7" MIP Swivel
 13 8" x 7" MSWT
 16 10" x 7" MSWT
 01 None

C  SHOWER RISER
 32 50" long sweat x drop-ear
 41 30" long MIP Swivel x drop-ear
 42 50" long MIP Swivel x drop-ear
 51 30" long x stubout 
 53 50" long x stubout 

  D  BRACKETS
 01 One Power Bar with 3 clamps & screws. One 16" Strong Arm with Shower Wallnut Lock Block & screws 
 03 One Power Bar with 3 clamps & screws. One Power Bar with 6 screws 
 04 One Power Bar with 2 clamps & screws. One 16" Strong Arm with Shower Wallnut Lock Block & screws
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